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1) Please read this manual thoroughly prior to installation.

2) Before installing, check the components and condition of the product, 
and if any problem is found, contact the retailer.

3) Avoid inserting objects or hands into the system while it is in operation 
to prevent product damage and injuries.

4) Check the manual when connecting cables. Incorrect connections 

5) Do not block the front intake vent or the rear exhaust vent.

6) Keep this unit away from heat sources, direct sunlight, water, oil, and 

7) Do not clean the product surface with chemicals or wet cloth. 

mosquito repellent, aromatics, lubricant, detergent etc.)

8) Please wear gloves while handling this product to prevent injuries.

and performance.

Cautionary Notes

Disclaimer)  Zalman Tech Co., Ltd. is not responsible for any damages 
due to external causes, including but not limited to, improper 
use, problems with electrical power, accident, neglect, 
alteration, repair, improper installation, or improper testing.
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2 Product Details

Model Name MS800 MS800 Plus

Type ATX Mid Tower 

Dimensions (W x H x D) 207 X 533 X 541mm

Weight 9kg  (19.84lb)

Materials Plastic, Steel

Color Black

Motherboard 
Compatibility Standard ATX / Micro ATX

Power supply
Compatibility Standard ATX / ATX 12V

VGA Card

Drive Bays

5.25" 6 6

3.5" 3

Hot swap
(3.5"/2.5")

3.5"

Cooling
Components

No 1 x 92mm Fan Bracket
( 1 Included)

1 x 120mm Fan vent
(1 Fan included)

2 x 120mm Fan vent
( 1 Included, 1 optional)

2 x 120mm Fan vent
( 1 LED Fan Included, 1 optional)

Cooling kit
(Internal) 1 X 92mm Fan bracket ( 1 Included)

1 x 120mm Fan vent ( 1 optional)

Fan controller Simultaneously Control 6

Side Acrylic tuning No Yes

VGA Guide Yes Yes

I/O Port Headphones x 1, Mic x 1, USB 2.0 x 2, USB 3.0 x 2

Expansion Card Slots 7
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(1) Product Information

Front

Front

Top

Top

Rear

Rear

Side

Side

MS800

MS800 PLUS
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(2) Parts

[MS800] [MS800 Plus]

 × 5 Guide Clip x 3CPU 12V Extension Cable × 1

C Bolt [FAN]
(FH Tap5*10mm X 2) FAN 92mm x1 VGA Guide x 1

A Bolt B Bolt( M3*5mm) × 55
[M/B, FDD, SSD, ODD]

Manual
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(3) Front I/O Ports

Fan Cotroller

Low High

# Part Name

Power Button

HDD LED

Reset Button

USB 2.0

USB 3.0

Fan Controller

Headphones

MIC

L H
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# Part Name Units

Chassis 1

Top Cover 1

Side Panel (Right) 1

Side Panel (Left) 1

Fan Filter 1

Bottom Cover 1

# Part Name Units

3.5”/2.5” to 5.25"Tray 4

Front I/O Panel 1

Front Cover 1

5.25” Bay Covers 10

VGA Guide 1

(4) Exploded View (MS800)

*Acrylic Side Panel is only available on the MS800 Plus.
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# Part Name Units

Chassis 1

Top Cover 1

Side Panel (Right) 1

Side Panel (Left) 1

Fan Filter 1

Bottom Cover 1

# Part Name Units

3.5”/2.5” to 5.25"Tray 4

Front I/O Panel 1

Front Cover 1

5.25” Bay Covers 10

VGA Guide 1

HDD Module 1 set

(4) Expolded View (MS800 Plus)

*Acrylic Side Panel is only available on the MS800 Plus.
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Installation
(1) Side Panel Removal

(2) Motherboard Installation

3

B Bolt

screwing down B Bolts.



9

E
N

G
MS800 Series

(3) 
 VGA Card Installation

C BoltGuide Nut

Guide Clip

  Unfasten the Hand Screw holding the PCI Cover and disassemble the cover.
 Remove the PCI Slot Cover.

Install the Fan on the assembled clip as shownAssemble the clip and the nut as shown

 Tip
1. The VGA support system is designed to support the weight of high 
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(4) ODD Installation

(5) 3.5" / 2.5" Tray Installation

Remove the 5.25” drive bay cover by pressing the latches on the side; rotate the 
knob (see below image) clockwise to unlock the drive bay; insert the ODD and 

 Tray Removal
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 Attach Drive to Tray

A. 3.5” FDD Installation

3.5” FDD

3.5” FDD

B. 3.5” HDD  Installation

3.5” HDD
3.5” HDD

C. 2.5” SSD  Installation

SSDSSD

A Bolt

B Bolt

B Bolt
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(7) 3.5" HDD Tray Installation

B Bolt

Remove the HDD tray after removing the HDD Cover as shown.

1. To install 3.5"HDD pull the tray sideways as shown.

3.5"HDD Installation

2.5"HDD/SSD Installation

 

 Attach 3.5"/2.5" HDD to Tray

HDD
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(8) Hot swap Installation

*1) HDD : 3.5" / 2.5" HDD or SSD
*2) Hot Plugging : this function allows you to install storage device   
     even when the PC power is on.

   Caution

  PC and HDD might be damaged during the installation of *1) HDD and
   if the power is not turned off. Even when the desktop and the  storage 
   system support *2) HOT plugging it is still strongly recommended  to
   turn the power off.

  Frequent installation and removal of an HDD can wear connectors.

   using AHCI.
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(9) Cable Connection
1) Power Button Cable

2) 2) Front I/O Panel Cables

Power LED Power

Motherboard

Power Button

or

Motherboard

Front I/O Panel Port

       Tip
 To connect USB 2.0 audio cables, please refer to the motherboard 

   manual.

 USB3.0 port is available only on select models.

HD Audio

Audio

USB 3.0USB 2.0 or USB 3.0 Reset
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② Fan Controller Display connection
     

Fan Controller

PSU Power Fan (1 ~ 6)
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L H
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②  트레이에 드라이브 장착

A. 3.5” FDD 설치 시

3.5” FDD

3.5” FDD

B. 3.5” HDD 설치 시

3.5” HDD
3.5” HDD

C. 2.5” SSD 설치 시

SSDSSD

A 나사

B 나사

B 나사
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Power LED Power

마더보드

전원 버튼

or

마더보드

전면 I/O 포트

       참  고
▶  USB 2.0, 오디오 케이블 연결은 마더보드 매뉴얼을 참조하십시오.

▶  Power LED / HDD LED 커넥터의 +/- 를 반대로 연결할 경우 LED가 정상  
작동하지 않습니다.

▶  USB 3.0포트는 제품에 따라 옵션 사항으로 지원합니다.

①  전면 I/O 포트 연결

HD Audio

Audio

USB 3.0USB 2.0 or USB 3.0 Reset
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② 팬 컨트롤러 연결
▶ 팬 컨트롤러 : 4핀 전원을 연결한 후 팬 커넥터에 팬을 연결합니다. (팬 6개 연결가능)

팬 컨트롤러

PSU 전원 팬(1~6)

4
1. 제품 보증기간: 제품 구입일로부터 1년(단, 구입 영수증이 있을 때)
2. 무상A/S: 품질 보증기간 내에 제품 자체 성능상의 하자 및 불량 발생시
3. 유상A/S:  품질 보증기간 이후에 제품 사용상의 문제 발생시. 단, 아래와 같은 사항에  

대해서는 품질 보증기간 이내라도 무상A/S 처리가 되지 않으며 소비자 부담으로 처리됩니다.
☞ 본 사용 설명서에 명시된 설치 전 주의사항 및 유의사항을 지키지 않은 경우
☞ 사용자의 고의나 과실 및 부주의로 인하여 변형/파손/파괴된 경우
☞ 사용자의 임의 개조에 의한 변형 및 고장이 발생된 경우

4. 교환 및 환불
1) 교환:  제품 구입일로부터 1개월 이내에 제품 자체 성능상의 하자 또는 불량 발생시  

동일 제품으로 교환하여 드립니다.
2) 환불:  제품 구입 후 10일 이내에 제품 및 포장의 훼손이 없는 경우에만 구입처를 통해 환불
             받으실 수 있습니다. (단, 제품 구입시 발급해 드린 영수증을 제시하셔야 환불 가능합니다)

5. A/S
1) 운영시간: 평일 09:00~18:00 (공휴일, 토·일요일 휴무)
2) 접수 방법
① 방문 접수:  직접 방문할 경우 사전 연락 후 방문해 주시기 바랍니다.
② 택배 접수:  택배(우편)를 이용하실 경우 아래의 주소로 성함, 주소, 연락처 및 불량 상태를
                     적은 메모지를 넣어서 보내주십시오.

3) 접수처
◆ 고객지원 센타: 서울시 용산구 한강로 16-58번지 2층 모뉴엘-잘만테크 통합 서비스 센타
                            ☏1588-3936
※ A/S 의뢰 시 제품은 고객지원센타로 보내시는 것을 원칙으로 합니다.

6. 제품 운송비용
1) 무상A/S의 경우: 전액 당사가 부담합니다.
2) 유상A/S의 경우:  당사로 보내시는 비용은 고객이 부담하시고, A/S처리 후 발송하는 비용은
                              당사가 부담합니다.
3) 보증기간 이후: 전액 고객 부담입니다.

품질보증 및 A/S 안내
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